
40-520   Compression Set DVR (4-fold) 
40-520-001 Compression Set DVR (8-fold) 
 

Standards 

DIN ISO 815 (formerly DIN 53 517) with standard accessories (optional), others on request 
 

 
 

Application 

Manual compression tester for 4 or 8 samples form A and B. 
 

Features 

For determination of the behaviour of elastomers at a long lasting constant compression at 
ambient, at higher and at lower temperatures. The compression set consists of a polished basic 
plate and a polished compression plate with tense screws. These parts are made of stainless steel. 
In addition to longer tightening spindles, the 8-fold set also has an intermediate plate. 

Technical Data 

Weight  approx. 5,0 kg (5,5 kg) 
 

Accessories 

Polished spacer blocks made of stainless steel (each 3 sets á 4 pieces) 

incl. Item no. Description 

- 40-521 Sample form A, shore hardness A up to 80 
- 40-522 Sample form A, shore hardness A 80 up to 90 
- 40-523 Sample form A, shore hardness A 90 up to 95 
- 40-524 Sample form B, shore hardness A up to 80 
- 40-525 Sample form B, shore hardness A 80 up to 90 
- 40-526 Sample form B, shore hardness A 90 up to 95 

We also offer spacers according to customer specifications, many spacer dimensions are already in the 
range. 


